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EZ4
Multi-Purpose Stretcher-Chair

The EZ4 reduces staff injury and patient fall risk while 
improving patient throughput. This can be achieved 
with pendant-controlled motorized positioning. The 
EZ4 converts from chair to stretcher with back, leg and 
height adjustment at the push of a button. It’s a chair, 
transport device, procedure table and stretcher all in 
one! It can be configured for many departmental needs 
through a variety of options and accessories.

•	 Emergency/Triage

•	 Radiology

•	 Critical Care/ICU

•	 Outpatient Surgery

•	 Endoscopy/G.I.

•	 Audiology

•	 Respiratory – Bronchoscopy

•	 Wound Care

•	 Transport

•	 ENT

•	 Dialysis

Stretcher Position Admission Procedure

Minimizing patient surface-to-surface 
transfers.



“Your Total Patient Lift Solution”

Features 

•	 500 LB. PATIENT WEIGHT CAPACITY.

•	 2-year warranty, not including batteries and cushions

•	 FULL RADIOLUCENT BACK SECTION allows for X-Ray, C-Arm 
and fluoroscopic procedures.

•	 SELF-STORING PUSH BARS swing down for unobstructed view of 
patient.

•	 QUICK CHANGE BATTERY – (B) Two battery packs come with 
each chair allowing one battery to always be charging on a wall 
mount battery charger, also included.

•	 MANUAL QUICK RELEASE BACKREST for emergency CPR 
function.

•	 ALL METAL SURFACES for a long durable life.

•	 CUSHIONED CHROME SIDE RAILS that swing down and tuck 
away makes patient egress easier and safer.

•	 CUSHIONS with memory foam for enhanced patient comfort.

•	 EASY MOBILITY brake and steer caster system.

•	 AUTO-EXTENDING FOOT REST improves patient comfort in all 
positions.

PENDANT CONTROL
The pendant is normally stored on top of the back section or on the side 
rails.

NOTE: The pendant control is NOT INTENDED FOR PATIENT USE.

•	 Back Adjustment

•	 Leg Adjustment

•	 Height Adjustment

•	 Auto Contour Adjustment 
Simultaneous Movement Of Back And Leg



Visit www.ezlifts.com to see more!1-800-627-8940

Base Options

Leg Options

EZ4-X Seat Tilt Option

BASE OPTIONS

•	 Double Column Standard - Seat Height 25" - 33"

•	 Triple Column T-Tall - Seat Height 24" - 40"

BACK OPTIONS

•	 Standard - Width 24"

•	 W-Wide - Width 28"

POWER OPTIONS

•	 A - Plug-In

•	 B - Battery

LEG OPTIONS

•	 Standard - Auto Extending Foot Rest

•	 No Foot Rest (available with X option only)

•	 F - Manual Self-Storing Foot Rest

EZ4-X SEAT TILT OPTION

Featuring the sought-after reclined and knee-flex positioning, perfect for 
many outpatient surgery procedures and pressure point relief for patients.

How an “X” differs from a standard EZ4:

•	 3" longer wheel base

•	 Brakes located in middle

•	 73" patient surface length

•	 No foot rest

•	 Standard is 20° of full body Trendelenburg to 5° reverse 
Trendelenburg.

•	 10-button pendant

Options

Back Options

24"
Standard
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Features

Space Saving Footprint

SPACE SAVING FOOTPRINT

The EZ Series Chair’s small footprint is making a large impression in the 
medical market. When in seated position, the EZ4 requires half the space 
of a traditional stretcher and is easy to navigate through hallways, rooms, 
elevators and other close quarters. Its small footprint allows for more units 
to be available for patients as well as easier storage.

The EZ4 also leaves a small footprint on the financial bottom line. By 
reducing the number of transfers, both patient throughput and revenue is 
increased and the likelihood of incurring workers compensation costs is 
reduced.

SPECIFICATIONS EZ4-B EZ4-WTB EZ4-XB

Seat Height - Low (Below Cushioin):
Seat Height - Low (Above Cushioin):

Seat Height - Height:

21" / 54 cm
25" / 64 cm
33" / 84 cm

21" / 53 cm
25" / 62 cm

40" / 106 cm

21" / 54 cm
25" / 64 cm
33" / 84 cm

Patient Seat Width: 24" / 61 cm 28" / 71 cm 24" / 61 cm

Patient Surface Length: 77" / 195 cm 77" / 195 cm 72" / 184 cm

Overall Width: 30" / 76 cm 34" / 87 cm 30" / 76 cm

Overall Chair Height - High:
Overall Chair Height - Low:

62" / 157 cm
54" / 137 cm

70" / 178 cm
54" / 137 cm

63" / 159 cm
55" / 139 cm

Max. Patient Weight: 500 lbs. / 227 kg 500 lbs. / 227 kg 500 lbs. / 227 kg

Backrest Articulation: 0-75° 0-75° 0-86°

Radiolucent Back (W x H): 20" x 25.5"
51 cm x 65 cm

24" x 25.5"
61 cm x 65 cm

20" x 25.5"
51 cm x 65 cm

Trendelenburg:
Reverse Trendelenburg:

5°
0°

5°
0°

20°
5°

Side Rails - Height:
Side Rails - Length:

13" / 32 cm
26" / 66 cm

13" / 32 cm
26" / 66 cm

13" / 32 cm
26" / 66 cm

Charging System - Input Volts:
Charging System - Current:

Charging System - Frequency:
Output

Max Power

100-240 VAC
1.0A (MAX)

50/60 HZ
+24V DC 1.5A

36.0W

100-240 VAC
1.0A (MAX)

50/60 HZ
+24V DC 1.5A

36.0W

100-240 VAC
1.0A (MAX)

50/60 HZ
+24V DC 1.5A

36.0W
Cushion Flammability Rating: TB-117 TB-117 TB-117


